FIRST CLASS Building Products, Inc.
3600 Dallas Highway Suite 230-387
Marietta GA, 30064
1.770.514.8141
firstclassbp@gmail.com
www.firstclassbp.com

COLUMNS & PORCH POSTS
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PORCH POSTS

BOX COLUMNS

FLUTED BOX
COLUMN
FBC

FLUTED BOX
COLUMN WITH
STEEL INSERT
FBCS

SMOOTH BOX
COLUMN
SBC

SMOOTH BOX
COLUMN WITH

STEEL INSERT
SBCsS

RECESSED BOX

-

FIRSTCLASSBP ADHESIVE MUST BE USED ON ALL BEDDING/BUTT JOINTS.

COLUMN ;
RBC The products shown in photo above are: baluster BAL 2018,
rails RAL 2170T, RAL 2103B, custom newel post and column.
B U 0
PRODUCT NUMBER BOX DIMENSION
DECORATIVE | STRUCTURAL | STYLE | HEIGHT BASE COLUMN
SIZE SIZE
[ FBC 860 | FBCS 860 Fluted | 60" 8" X 8" 6 X6
FBC 896 | FBCS 896 Fluted 96" 8" x 8" 6" x 6"
FBC 1060 | FBCS 1060 Fluted 60" 101/2" x101/2" 8" x 8"
o~ FBC 1096 | FBCS 1096 | Fluted 96" 1701/2" x 10 1/2" 8" x 8"
o — FBC 8120 | FBCS8120 | Fluted | 120" 8" x 8" 6" x6"
FBC 10108 | FBCS 10108 | Fluted | 108" [101/2” x101/2" 8" x 8"
FBC_’ RBC & SBC COLUMNS ) FBC 10116 | FBCS 10116 | Fluted | 116" [101/2" x101/2" 8" x 8"
* Available in two halves or assembled in one | "FB5E 0120 | FBCS 10120 | Fluted | 120" |12 5/8" x 125/8" | 117 x 11"
piece. RBC 860 | RBCS 860 |Recessed| 60" 8" X 8" 61/2" x61/2"
e Column is decorative (non supporting) RBC 896 |RBCS896 |Recessed| 96" 8" x 8" 61/2" x61/2"
however can be wrapped around an existing | RBC 1096 | RBCS 1096 |[Recessed | 96” 10” x 10" 81/2" x81/2"
support. RBC 10108 | RBCS 10108 |Recessed | 108" 10" x 10” 81/2" x81/2"
SBCS, RBCS & FBCS COLUMNS SBC 860 | SBCS860 | Smooth [ 60" 8" x 8" 6" x 6"
o Comes complete with hardware kit SBC896 |SBCS896 [ Smooth | 96" 8" x 8" 6" x 6"
« Load bearing column with 2 7/8" or SBC 1060 | SBCS 1060 | Smooth | 60” 101/2" x 10 1/2" 8" x 8"
. s . SBC 1096 | SBCS 1096 | Smooth | 96" 101/2" x 10 1/2" 8" x 8"
4 1/2" O.D. (outside diameter) galvanized SBC 8120 | sBCS 8120 | Smooth | 1207 8" x 8 & x 6"
steel pipe encased in polyurethane. SBC 8144 | SBCS 8144 | Smooth | 144" 8" x 8" 6" x6"
* Maximum safe load 10,000 pounds SBC 10120 | SBCS 10120 | Smooth | 120”7 |10 1/2” x 10 1/2” 8" x 8"
SBC 10144 | SBCS 10144 | Smooth | 144" [101/2" x101/2" 8" x 8"
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38 1/4"

44 7/8"

PP 3200

® 5 1/4” Projection
* 5 1/4” Width

* 108 1/8” Height

PP 3209

® 5 1/4” Projection
* 5 1/4” Width

* 144" Height
PP 3212

® 6” Projection

® 6” Width

® 120" Height

401/2"

30 1/4”

PP 3201

® 5 1/2" Projection
* 51/2"” Width

® 96" Height

PP 3210

® 5 1/2" Projection
¢ 51/2" Width

® 98" Height

39 5/8"

40 5/8”

46"

PP 3202

® 5 1/2" Projection
® 5 1/2” Width

® 126 1/4" Height

24 1/8”

41 7/8"
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421/4"

PP 3203

e 5 3/8" Projection
e 5 3/8"” Width

* 108 1/4” Height
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PORCH POSTS

PORCH POSTS

23 5/8”

72 3/8"

PP 3211
® 6” Projection
* 6” Width
® 135” Height
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PP 3204 PP 3205

® 10 1/2"” Square ® 9 1/2” Projection
Base Width * 9 1/2" Width

® 147 3/4” Height ® 128" Height

e Shipped with hardware kit and trim collars similar as

shown on the bottom of PP 3204 and PP 3205.
e Load bearing porch post with 2 7/8” O.D.
galvanized steel pipe encased in polyurethane.
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PORCH POSTS
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30 1/2"
SQUARE

41"
ROUND
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56 1/2"
SQUARE

FIRSTCLASSBP ADHESIVE MUST BE USED ON ALL BEDDING/BUTT JOINTS,

PP 3206

® 5 1/2" Projection

* 5 1/2” Width
® 128" Height

451/2"
SQUARE

40 3/4"
ROUND

51 3/4"
SQUARE

PP 3207

33 1/4"
ROUND

> |«

37 1/4"
SQUARE

® 5 1/2"” Projection

* 5 1/2” Width
® 138" Height

e Maximum safe load 12,000 pounds.
e Porch posts installation instructions on page 265-266.

¢ O.D. refers to outside diameter.
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® 6” Projection

LAMP
POSTS

LP 3700

* 5 1/2” Bottom
* 3 1/2” Top

® 96" Height
Lamp posts
come with
a 3"0.D.
galvanized steel
pipe extending

1 3/4” from the
top to attach the
light fixture to.
(light fixture not
included)






